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Engineered for
Precision.

At Dover Fueling Solutions® (DFS), we believe that you deserve 
the best. We offer a comprehensive range of automatic tank 
gauge (ATG) consoles, designed to deliver the perfect level 
of functionality for your fuel business, whatever the size or 
purpose. From simple solutions for home-base applications, 
to ruggedised devices for industrial scenarios, or sophisticated 
consoles for usual retail petrol station, our products enable 
you to increase control over your business and will help to 
optimise it. Advanced functionality, such as precise inventory 
measurement and reconciliation with point-of-sale (POS), 
autocalibration and advanced leak detection, or integration 
with accurate wetstock management solutions provide an 
even higher level of fuel management capabilities.

ProGauge® Consoles

We Believe in Choice.
ProGauge Consoles for Retail Stations.

The MagLink LX 4 console is a feature-rich solution based on a modern,
performing and secure platform, offering fl exible confi gurations for use in
variety of fuelling set ups, whether wired and wireless. With a brilliant 7” 
color display and intelligent “touch and swipe” technology, it delivers a 
fantastic user experience with its modern and rich user interface.

Furthemore, this console is able to manage up to 16 probes effortlessly. 
A web-based and remote user interface quickly enables the installer, 
manager or operator to access a variety of simplifi ed menus in a secure 
and controlled manner. Multiple POS interfaces are supported to ensure
advanced reconciliation.

ProGauge MagLink LX 4® console.

The MagLink LX Plus console has base monitoring capabilities of up to 
12 probes and 48 sensors which allows for greater connectivity. This, 
coupled with patented multi-drop technology helps reduce installation 
costs. Additionally, the MagLink LX Plus console can be easily enhanced 
by adding features such as Continuous Statistical Leak Detection (CSLD),
or Electronic Pressurised Line Leak Detection (PLLD).

ProGauge MagLink LX Plus® console.

The MagLink LX Ultimate console, joins the already well-established 
ProGauge MagLink LX Plus console and ProGauge MagLink LX 4
console. This console has more computing power, a large responsive
touch-screen, advanced specifi c functionality and increased connectivity
to probes and sensors, which makes this console truly scalable and
connected. Simply put, the MagLink LX Ultimate is bigger and better.

ProGauge MagLink LX Ultimate® console.



ProGauge® Consoles

We Believe in Choice.
ProGauge Consoles for Industrial Applications and Classifi ed Explosive Locations.

This robust, weatherproof console is suitable for all outdoor environments 
and can monitor up to 16 fuel tanks. The graphical colour touchscreen 
display is capable of displaying a wide range of messages, meaning you 
can navigate to the right information quickly, and with ease. Explosion-
proof (‘Ex’) certifi ed (ideal for explisive classifi ed locatons), and, once run, 
provides true 24/7 operation.

ProGauge® DigiMon TFT console.

Like its big brother the Digimon TFT console, the Digimon LCD console 
is engineered to perform in all weather conditions. Featuring an LCD 
display, the console is perfectly designed to relay all of the necessary 
tank information in a succinct and immediately accessible manner. If 
you have only one tank to monitor, then this is all you need.

ProGauge® DigiMon LCD console.

ProGauge® Consoles ProGauge® Consoles

We Believe in Choice
ProGauge Consoles for Industrial Applications, Home-Base, and Retail Stations.

Small installations, such as home depots, maintenance garages and 
commercial fuelling locations, can be catered for using the Level Monitor. 
The entry-level console supports up to two, Ex certifi ed probes and 
features a simple, user-friendly screen for fast access to tank gauge data. 

ProGauge® Level Monitor.

The MagDirect unit offers a direct interface to the probe from the point-
of-sale system. Designed for use with DFS Prizma® and DFS Fusion®

automation server version 3, the MagDirect is equipped with an 
intrinsically safe barrier to offer the highest level of protection against 
electricity surges. Up to 8 probes can be connected to the MagDirect at
any one time.

ProGauge® MagDirect.

The MagConnect is a user-friendly junction box that offers individual 
connections for each probe. With only a single cable required between 
the junction box and console, installing the device couldn’t be easier.

ProGauge® MagConnect.



Features 
and Functions.
ProGauge® Consoles.

ProGauge® DigiMon TFT console.
• Manages up to 16 tanks

• Graphical color TFT 2,7” display

• No. 4 capacitive function keys for menu management

• No. 1 RS232 - No. 2 RS485 serial ports

• No. 4 SPDT low power programmable relays

• No. 4 digital inputs

• Explosion proof enclosure IP68 protection

ProGauge® Digimon LCD console.
• Backlit alphanumeric display, 16 x 2 lines

• Safe and easy programming through set-up software

• No. 2 RS485 serial connections for Multipoint bus

• No. 1 RS232 serial connection for data transmission and 
confi guration

• No. 4 NO/NC low power programmable relays alarm

• No. 4 digital inputs

• Explosion proof IP68 enclosure

• Power supply 9-30 Vdc and internal battery with measure 
on request through a magnet when power to console is 
lost

ProGauge® Level Monitor.
• Aluminium enclosure IP65

• Alphanumeric display 20 x 2 lines, 40 digits

• Power supply 9-30 Vdc or 220 Vac

• No. 2 RS485 - No. 1 RS232 serial ports

• No. 4 NO/NC low power programmable relays alarms

ProGauge MagLink LX 4® console.
• Up to 16 probes and 32 sensors

• Colour resistive touch screen TFT 7” display

• Automatic calibration and reconciliation

• EPA certifi ed for leak detection

• Static Leak Detection (SLD) (0.1 and 0.2 GPH)

• Supports wired and wireless probes

• Extensive reporting package

• Programmable alarms

ProGauge MagLink LX Plus® console.
• Up to 12 probes and 48 sensors

• Up to 8 electronic Pressure Line Leak Detection (PLLD)

• Colour resistive touch screen TFT 7” display

• Automatic calibration and reconciliation

• EPA certifi ed for leak detection

• SLD (0.1 and 0.2 GPH)

• Continuous Statistical Leak Detection (CSLD) (0.2 
GPH)*

• PLLD (0.1, 0.2 and 3 GPH)

• Supports wired and wireless probes

• Extensive reporting package

• Programmable alarms

*a maximum of six tanks with CSLD

ProGauge MagLink LX Ultimate® console.
• Up to 48 probes and 480 sensors

• Up to 16 electronic PLLD

• Colour resistive touch screen TFT 12” display

• Automatic calibration and reconciliation

• EPA certifi ed for leak detection

• SLD (0.1 and 0.2 GPH)

• CSLD (0.2 GPH)

• PLLD (0.1, 0.2 and 3 GPH)

• Supports wired and wireless probes

• Extensive reporting package

• Programmable alarms

• Advanced features such as ModBus interface, and 
others
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